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CADRO Glass display case.

Lighting profiles.
By using the lighting clip-on profiles, angle profiles can be transformed 
into lighting strips which discreetly and effectively illuminate your 
exhibits. Due to the film-coated lighting clip-on profiles, the light only 
penetrates the inner edge of the profile frame and thus, illuminates the 
interior of the display case. 

The profile 83161.**** is used to create a closed profile side, e.g. for 
door surfaces.

PLEASE NOTE:
We recommend a detailed lighting planning in advance for your  
display case. For this purpose, see also chapter CADRO Lighting | 
planning on page 26. 

Assembly.

At first, insert the glass panels and fix them with the corresponding  
plastic clip-on profiles where no illumination is needed and no cables 
need to be installed according to the planning (see also page 34 | 35). 

Attachment of the LED lighting strips.

1   Now, the self-adhesive LED strips are attached on the beveled sur-
face of the angle profile for glass panels 83067.****.

2   Now, the LEDs are being covered by clipping on the lighting clip-on 
profiles. At the same time, they help to fix the glass panes securely within 
the frame.  

Laying of the cables.

3   The cables are now guided towards the connector with cable exit (see 
also page 29). Afterwards, the glass panels are fixed with the correspon-
ding clip-on profiles. Thus, the cables are covered and invisibly hidden 
within the frame.

For the connection to a low-voltage transformer, a plug is finally moun-
ted at the end of each pair of cables.

Lighting  
clip-on profile
83160.****

Clip-on profile
83070.****

LED strip
Angle  
profile
for glass 
panels
83067.****

Plug assembly.

4   For this purpose, the ends of the cables, which are already fitted with 
sleves are connected to the Mini AMP plug 45074.****. Please observe 
the black/white marking of the cable and the position of the plug (see 
figure on the right). After the automatic locking, the plug and the cable 
are permanently connected to each other. In case of a faulty assembly of 
the plug, the cable can only be released by pressing on the locking device 
of the plug.

Power supply.

Now, the connection can be made to a commercially available trans-
former or – even more convenient – to our power distribution system 
CONEXIS. (See page 29.)

Mini AMP plug
45074.****
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CADRO Room concept.

Fixing elements.

Wall / floor attachment I. 

The wall / floor attachment is simply screwed onto the fixing surface with 
a suitable countersunk screw (min. length 60 mm), if necessary with a 
dowel.

Wall / floor attachment II. 

This wall / floor attachment inludes a mounting plate and a cover. The 
mounting plate is fixed to the fixing surface with four screws. After 
mounting of the profile, the plate and the screws neatly disappear behind 
the cover.

Wall / floor / ceiling attachment. 

The wall / floor / ceiling attachment is integrated into the profile frame, 
so that the frame can be placed parallel to a wall, ceiling or floor. The set 
including the clamp 83172**** offers the possibility to mount the frame 
at two different distances by choosing the required angle  (   A  +   B ). 
For example in order to bridge baseboards without any problems. The 
cover then helps to hide the srews almost seamlessly.

SAFETY NOTE:
Provided that the attachments have correctly been fixed to the wall, 
floor or ceiling, we recommend a maximum tensile load of 30 kg 
per attachment. The supplied attachments have been designed for 
common, solid masonry materials. The suitability of the fastening 
elements therefore must be checked on site.

SAFETY NOTE:
Provided that the attachments 83096.**** and 83147.**** have  
correctly been fixed to the wall or the floor, we recommend a 
maximum tensile load of 25 kg per attachment.

Wall

Wall

Wall

Wall

Wall / floor attachment 
83096.****

Wall / floor / ceiling attachment
83099.****

Clamp 
83172.****

Wall / floor attachment 
83147.****
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