
Model Versa Inside 40 Versa Inside 80 Versa Inside 120 Versa Inside 160 Versa Inside 233 HP Versa Linear (COB) Versa Plus 80 Versa SuperPlus Versa SuperPlus Mini Versa MaxiColor

Voltoltage

Illuminance at a dis-
tance of 50 cm

240 lux 360 lux 525 lux 700 lux 1500 lux 550 lux 300 lux 155 lux 80 lux -

Output per m

2,4 W/m 4,8 W/m 7,2 W/m 9,6 W/m 24 W/m 10 W/m 4,8 W/m 7,5 W/m 6 W/m 19,2 W/m

Luminous flux per m

300 lm/m 600 lm/m 900 lm/m 1200 lm/m 2200 lm/m 1000 lm/m 480 lm/m 400 lm/m 150 lm/m White LED 400 lm/m

Light source efficiency

125 lm/W 125 lm/W 125 lm/W 125 lm/W 90 lm/W 100 lm/W 100 lm/W 53 lm/W 115 lm/W White LED 80 lm/W

Light colour*

WW XW

Colour rendering/ CRI

RA > 90 (R9 >60) RA > 80

Strip length

1200 mm, 5000 mm, 10000 mm

300mm (12 Volt) 

5000 mm (24 Volt) 

10000 mm

1200 mm

5000 mm

10000 mm

1200 mm, 3000 mm

10000 mm

1200 mm, 5000 mm

10000 mm

1200 mm

5000 mm

2500 mm

5000 mm
5000 mm

Max. length at a 
stretch

10000 mm 7000 mm 5000 mm
3750 mm (12 Volt DC)
5000 mm (24 Volt DC)

3000 mm 3600 mm 5000 mm 5000 mm 5000 mm 5000 mm

LEDs per m

50 80 120 160 233 LED not visible 80 LED not visible 60

Can be cut every

100 mm 50 mm 33 mm
25 mm (12 Volt DC)

50 mm (24 Volt DC)
30 mm 25 mm 50 mm 38 mm 50 mm 100 mm

Width/ Height

7.5 mm/ 2 mm 8 mm/ 2 mm 7.5 mm/ 3.5 mm 8.3 mm/12 mm 4 mm/ 8 mm 10 mm/ 3 mm

IP rating

IP 20 IP 44 IP 65** IP 44 IP 20

Overview of Versa strips
by HALEMEIER

  Would you like more information? Are you interested in the poster with combinations of Versa strips an ChannelLine profiles? www.halemeier.de or info@halemeier.de.
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** only in the potted area of the luminaires

XW CW MWNWWW CW MWNWWW XW CW MWNWWW XW CWNWWW XW MWNWWW XW CW MWNWWW NWWW NWWW WW

*XW = 2700 K, WW = 3000 K, NW = 4000 K, CW = 6500 K, MW = 2700-6000 K

Versa juostų apžvalga

Modelis

Įtampa

Apšvietimas 50 cm 
atstumui

Išeiga / 1 m

Šviesos srautas / 1 m

Šviesos šaltinio
 efektyvumas

Šviesos spalva*

Spalvų perteikimas
/ CRI

Juostelės ilgis

Maksimalus ilgis
ištempus 

LED lempučių / 1 m

Gali būti kerpamas kas

Plotis / aukštis

IP standartas

LED nematomi LED nematomi

** tik šviestuvų profilio zonoje

Balta LED 400 lm/m

Balta LED 80 lm/W

*XW (ekstra šilta balta) = 2700 K, WW (šilta balta) = 3000 K, NW (neutrali balta) = 4000 K, CW (šalta balta) = 6500 K, MW (Multi balta) = 2700-6000 K




